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TRANSFORMATION
RETHINK COLOURS |
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C360i Colour36 PPM | BW 36 PPM
C300i colour30 PPM | BW 30 PPM
C250i colour25PPM | BW 25 PPM

Color A3 Multifunctional Printers

OPTIONS

LEGEND

BN Mandatory option

@R option

W This option can only
be installed with the

i
OCR text recognition
LK-105v4
Barcode fonts
LK-106

Unicode fonts
LK-107

OCRAand B fonts
LK-108

Biometric authentication
AU-102

Document converter pack
LK-110v2

Trusted Platform
Module activation
LK-115v2

Antivirus
LK-116

Staple finisher
F5-536

Staple/bookiet finisher
F5-5365D

Relay unit

Job Separator
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TECHNICALSPECIFICATIONS
SYSTEM SPECIFICATIONS COPIER SPECIFICATIONS
Panel size/resoluti 10.1" /1024 x 600 Imaging technology Laser
System memory (standard,/max) 8,152 MB Toner technology Simitri® HD polymerised toner
System hard drive 256 GB 55D (standard) Copy/pri d A4 (mono/col Up to 36/36 ppm, up to 30,/30 ppm, up to 25/25 ppm,
Interface 10/100/1,000-Base-T Ethernet; USB 2.0; Auto duplex Speed A4 (mono/colour) Up to 36/36 ppm, up to 30/30 ppm, up to 25/25 ppm,

Wi-Fi 802.11 b/g/n (optional)

1" copy out time A4 (mono/colour)  4.6/6.1 sec., 5/6.7 sec., 5.2/6.9 sec. or less

Network protocols TCP/IP (IPvdl/IPvE); SMB; LPD; IPP; SNMP; Warm-up time {mono/colour)* Approx. 12/13 sec., 11/13 sec., 11/13 sec. or less
HTTP(S); AppleTalk; Banjour Copy resoluti 600 600 dpi
A jc di feeder (optional) Upto 100 Is; AG-A3; 35 163 o/m?% Gradati 256 gradati
RADF or Dualscan ADF avail i 1 gggga
Paperinput capacity Jmax) 1,150 sheets / 6,650 sheets A “P:'nm s .
i =& - Cust
Paper tray input (standard) 1% 500 sheets; A6-A3; Custom sizes; 52-256 g/m? el -
1% 500 sheets; AS-SRA3; Custom sizes; 52-256 g/m* Magnification 25-400% in 0.1% steps; Auto-zooming
Paper tray input (optional) 1x 500 sheets; A5-A3; 52-256 g/m’
2x500 sheets; AS-A3; 52-256 g/ m” FAX SPECIFICATIONS
12,500 sheets; Ad; 52-256 g/m’ = ey Super G3 (optional)
- = rax uper P !
Large capacity tray (optional) 1% 3,000 sheets; Ad; 52-256 g/m? T s emission e o G
Manual bypass 150 sheets; AG-SRA3; Custom sizes; Banner; 60-300 g/m? Faxrasolution Up to 600 % 600 dpi
a Rl t . 2
p g A5-SRA3; 52-256 g/m Fax compression MH; MR; MMR; |BIG
Finishing modes (optional) Ofset; Group; Sort; Staple; Punch; Half-fold; Letter-fold; Booklet Faxmodem Up 10 33.6 Kbps
Output capacity (standard) Max. 250 sheets Fax destinations 2,100 (single + group)
Output Capacity (optional) Max. 3,300 sheets
Stapling Max. 50 sheets or 48 sheets + 2 cover sheets (up to 209 g/m?) USER BOX SPECIFICATIONS
l«m:: capacity :: g;:% unlimited (without tray) Storabled Up t03,000 docaments or 10,000 pages
- Type boxes Public; 1 {wi rd tication);
Booklet Max. 20 sheets or 19 sheets + 1 cover sheet (up to 209 g/m?) sluser G';J;'(mm.(‘"'* :';mn orauthentication)
Booklet output capacity Max. 100 bookl limited (without tray) Type of system boxes Secure print; Encrypted PDF print; Fax receipt; Fax palling
Power consumption 220-240V / 50/60 Hz; Less than 1.58 kW
System dimension (WxDx H) 615 x 688 x 779 mm {without options) SYSTEM FEATURES
System weight Approx. 84.0 kg (without options
. PP 94 Lo Security Functions (standard) 150 15408 HCD-PP Common Criteria (in evaluation); IP
filtering and port blocking; SSL2; S5L3 and TLS1.0/1.1/1.2
PRINTER SPECIFICATIONS network communication; IPsec support; IEEE B02. 1x support;
Print resolution 1,800 (equivalent) x 600 dpi; 1200 x 1200 dpi User authentication; Authentication log; Secure print; Kerberos;
Page description| PCLE (XL3.0); PCL Sc; PostScript 3 (CPSI 3016); KPS Haxd dihe ?";T;;::;;i:::;‘:ﬁ:;"g”ﬂ':’tws 256);
Operating System Windows 7 (32/64); Windows 8/8.1 (32/64); Windows 10 (32/64); TS STy —
Windows Server 2008 (32/64); Windows Server 2008 R2; SeaEy R - 5 mt'i::‘fc?";:'frén'r,“’m"df':g' )
Windows Server 2012; Windows Server 2012 R2; Py p il = Py,
Windows Server 2016; Windows Server 2019; Accounting (standard) Up to 1,000 user accounts; Active Directory support (user name +
Macintosh 05 X 10.10 or later; Unix; Linu; Citrix password + email + smb folder); User function access definition
Printer fonts 80 PCL Latin; 137 PostScript 3 Emulation Latin A F (op 1) Biometric authentication (finger vein scanner);
Mobile printing AirPrint (i0S); Mopria (Android); 1D card qwmgntmhon FIDcar!i reader); .
Konica Minolta Mobile Print (10S/Android/Windows 10 Mobile); Authentication by mabile device (Android i05)
Mahbile Authentication and Pain'ljg (i05/Android) Software Met Care Device Manager; Data Administrator; Box Operator;
Optional: Google Cloud Print; WiFi Direct Web Connection; Print Status Notifier; Driver Packaging Utility;
Log Management Utility
SCANNER SPECIFICATIONS
Scan speed (mono/colour) Up ta 100/100 ipm in simplex' ::ahen equipped with Automatic Ducument Feeder OF-714 option.
Up to 200/200 ipm in duplex rm-up time may vary on the and usage
Scan modes Scan-to-email (Scan-to-Me); Scan-to-SMB (Scan-to-Home); - All specifications refer to Ad-size paper of 80 g/m" quality.
Scan-to-FTP; Scan-to-Box; Scan-to-USB; Scan-to-WebDAV; - The support and availability of the listed specifications and functionalities vary depending on operating
Scan-to-URL: TWAIN scan systems, applications and network protocols as well as network and system configurations.
qeeesEeacy : - - Some of the product illustrations contain optional accessories.
File formats I;PESGCT:: Pnggson;:aT;t FOF; Encrypted POF, - Specifications and accessories are based on the information available at the time of printing and are
Optional:Searchable POF: POF/A 1aand 1b; subject o change withouiotice.
Searchaﬁl i DDCJUFFTX,-')ELSX ! - Konica Minolta does not warrant that any specifi catmns mentioned will be error-free.
— - = All brand and product names may be d ks or trad ks of their respective holders
Scan destinations 2,100 (single + group); LDAP support and are hereby acknowledged.
i and/or specifications are subject to change without notice. This p isnot i
K.CINICA MINDLTA, symbol marlc Giving Shape to Ideas, AccurioLabel, AccurioPro, Simitri, S.E.A.D. and KCINICA MINOLATA DPTIMIZED PRII\IT SFJWECES
are ks ar k ‘I(ONICAMINOLTA, INC.
ind and dows Server ar | of Microsoft Corp inthe U.5. and other countries.
Adobe and F ipt are registered ks or ks of Adobe Inc. & Reql“rements for safe use
Mac OS is regi: d trad k or trad, kof Apple Inc. . .
All other brands and product are regi i trad or ks of their respective companies or organisations. ¥ ::my el N, "“""IEF e laoperstion.
» of e using appropriate power supply and voltage.
From consulting, system design, to operations, Konica Minalta offers * G ing the earth wire to an inappropriate place may cause explosion or electric shock.
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total support to optimise your office output environment. i
http:/ /www.bt.konicaminelta.in
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Konica Minolta Business Solutions India Pvt. Ltd.
Building No: 8, Tower-C, 10th Floor, DLF Cyber City, Phase-2, Gurugram, Haryana-122002, India | Board No. +91-124-6652000
URL: www.konicaminolta.in | marcom@bin.konicaminolta.in | Connect with us: @O n

For Plastic Waste

For Battery Waste
Management Details

Management Detalls



